CONTEC Ver1.01

2.5-inch SATA SSD TLC BiCS5 Wide Temperature

SSD-xxS-2TPW!1 Series This product is a solid state drive in accordance with 2.5-inch
SATA standard.

Write Protect compatible.

SSD-128GS-2TPW1 |2.5inch 128GB SATA SSD TLC Wide Temperature
SSD-256GS-2TPW1 | 2.5inch 256GB SATA SSD TLC Wide Temperature
SSD-512GS-2TPW1 |2.5inch 512GB SATA SSD TLC Wide Temperature
SSD-1TS-2TPW1 2.5inch 1TB SATA SSD TLC Wide Temperature

* The contents in this document are subject to change without notice.
* Visit the CONTEC website to check the latest details in the document.

* Specifications, color and design of the products are subject to change *The information in the data sheets is as of December. 2025.

without notice.
Specifications Physical Dimensions
Item Specifications 480
Host interface SATAIl (60Gbps) el 2 L
Installed Memory TLC NAND Flash memory BICS5) ﬁﬁ%m DETAIL A
o
Total capadty SSD-128GS-2TPW1: 114473 MB o . 5
SSD-256GS-2TPW': 228936 MB T SCALE 41 =
SSD-512GS-2TPW1: 457,862 MB R 4-M3x0.5P
SSD-1TS-2TPW1: 915715 MB 69.85+025  l700 DEPTH6.1 mm
LBA SSD-128GS-2TPW1: 234,441,648 E— '
SSD-256GS-2TPW1: 468,862,128 ~—
SSD-512GS-2TPW1: 937,703,088 B
SSD-1TS-2TPW1: 875,385,008 S| [e| SEE DETAIL
Transfer Read *1 SSD-128GS-2TPW: 440 MB/sec i oA o
velocity SSD-256GS-2TPW1: 560 MB/sec o =] te]
SSD-512GS-2TPW1: 550 MB/sec a 9 g
SSD-1TS-2TPW1: 550 MB/sec =
Wite *1 SSD-128GS-2TPW1: 290 MB/sec <]
SSD-256GS-2TPW1: 500 MB/sec - @)
SSD-512GS-2TPW1: 510 MB/sec
SSD-1TS-2TPW1: 520 MB/sec K 4-M3x0.5P o o
Input voltage +5VDC (+5%) 3.00 . DEPTH 5.8mm [mm]
Current Idle (Typ) SSD-128GS-2TPW1: 167mA
consumption SSD-256GS-2TPW1T: 170mA .
SSD-512GS-2TPW: 182mA About write endurance
SSD-1TS-2TPW1: 191mA
Read (Typ) SSD-128GS-2TPW1: 312mA SSD has write endurance which limits the number of times each memory
T, Joma may be writ-ten, due to the characteristic of the memory that is used.
SSD-1TS-2TPW1: 376mA Write endurance can be calculated by the following formula as a
Wiite (Typ) SSD-128GS-2TPW1: 279mA reference value:
SSD-256GS-2TPW: 321mA
SSD-512GS-2TPW: 355mA Write endurance (years) = Total rewrite life (cycles) / ( The number of
SSD-1TS-2TPW1: 370mA
- - annual consumed blocks / The total number of blocks)
En\nrgnment Operating temperature -40- +85C
Requirements Storage temperature -40- +85C Exam p|e :
Hurnidi 10 - 95%RH (With densati . _
umidty ¥RH (Wi no condensation) Capacity: 128GB, Rewrite life: 3,000cycles
Conosive gases None . . : . .
Swept shevbration 20G or less (7 20000) When the file of 4MB is made, and it rewrites it once per 10 seconds.
Shack 1500G or less (05ms) The number of annual consumed blocks = (4 x (60 /10) x 60 x 24 x
NAND Flash memory life span 3,000cycles 365 ) / 21 = 600,686(b|0ck5)
Physical dimensions (mm) 69.85(W)x100.00)x 70(H) Life = 3,000 / ( 600,686 / 6,200 ) = 30.96 (years)
Weight Approx 60g (Max.) -
Sandard FCC Class B, CE Marking EMC Directive Class B, RokS For other capacities, replace t'he number of annual consumed blocks and
Directive), UKCA, UL/c-UL the total number of blocks with the following.
1 might diflers depencing on the software or hostto be used. In the case of SSD-256GS-2TPW1, the number of annual consumed

blocks: 600,686, the total number of blocks: 12,400

Connector Pin Assignment For the SSD-512GS-2TPW1, the number of annual consumed blocks:

600,686, total number of blocks: 24,800

Pin Signal Pin Signal Pin Signal Pin Signal For the SSD-1TS-2TPW1, the number of annual consumed blocks:

St GND 2 A+ s3 A 4 GND 600,686, total number of blocks: 49,600

> - > a a ks Th ef lues. Confirm its | ity by the followi
ese are reference values. Confirm its longevity by the following

il NG e N P NG P oo SMAR.T. after in-stalling the specific software (*) and implement

P5 GND P6 GND P7 5V P8 5v tentative ertlng

P9 sv P10 GND P11 | DASDSS | P12 GND

P13 NC. P14 NC. P15 NC. * Life expectancy can be obtained by installing the self- diagnosis

program that ac-quires SM.ART. information of SSD.
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